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49 CFR Ch. I (10-1-97 Edition)§ 195.4

Alloy Steel Pipe Electric-Fusion-Weld-
ed for High- Pressure Service at High
Temperatures’’ (A 691–93).

[Amdt. 195–22, 46 FR 38360, July 27, 1981; 47
FR 32721, July 29, 1982, as amended by Amdt.
195–32, 49 FR 36860, Sept. 20, 1984; 58 FR 14523,
Mar. 18, 1993; Amdt. 195–52, 59 FR 33396, June
28, 1994; Amdt. 195–56, 61 FR 26123, May 24,
1996; 61 FR 36826, July 15, 1996]

§ 195.4 Compatibility necessary for
transportation of hazardous liquids
or carbon dioxide.

No person may transport any hazard-
ous liquid or carbon dioxide unless the
hazardous liquid or carbon dioxide is
chemically compatible with both the
pipeline, including all components, and
any other commodity that it may come
into contact with while in the pipeline.

[Amdt. 195–45, 56 FR 26925, June 12, 1991]

§ 195.5 Conversion to service subject
to this part.

(a) A steel pipeline previously used in
service not subject to this part quali-
fies for use under this part if the opera-
tor prepares and follows a written pro-
cedure to accomplish the following:

(1) The design, construction, oper-
ation, and maintenance history of the
pipeline must be reviewed and, where
sufficient historical records are not
available, appropriate tests must be
performed to determine if the pipeline
is in satisfactory condition for safe op-
eration. If one or more of the variables
necessary to verify the design pressure
under § 195.106 or to perform the testing
under paragraph (a)(4) of this section is
unknown, the design pressure may be
verified and the maximum operating
pressure determined by—

(i) Testing the pipeline in accordance
with ASME B31.8, Appendix N, to
produce a stress equal to the yield
strength; and

(ii) Applying, to not more than 80
percent of the first pressure that pro-
duces a yielding, the design factor F in
§ 195.106(a) and the appropriate factors
in § 195.106(e).

(2) The pipeline right-of-way, all
aboveground segments of the pipeline,
and appropriately selected under-
ground segments must be visually in-
spected for physical defects and operat-
ing conditions which reasonably could

be expected to impair the strength or
tightness of the pipeline.

(3) All known unsafe defects and con-
ditions must be corrected in accord-
ance with this part.

(4) The pipeline must be tested in ac-
cordance with subpart E of this part to
substantiate the maximum operating
pressure permitted by § 195.406.

(b) A pipeline which qualifies for use
under this section need not comply
with the corrosion control require-
ments of this part until 12 months
after it is placed in service, notwith-
standing any earlier deadlines for com-
pliance. In addition to the require-
ments of subpart F of this part, the
corrosion control requirements of sub-
part D apply to each pipeline which
substantially meets those require-
ments before it is placed in service or
which is a segment that is replaced, re-
located, or substantially altered.

(c) Each operator must keep for the
life of the pipeline a record of the in-
vestigations, tests, repairs, replace-
ments, and alterations made under the
requirements of paragraph (a) of this
section.

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195–52, 59 FR 33396, June
28, 1994]

§ 195.8 Transportation of hazardous
liquid or carbon dioxide in pipe-
lines constructed with other than
steel pipe.

No person may transport any hazard-
ous liquid or carbon dioxide through a
pipe that is constructed after October
1, 1970, for hazardous liquids or after
July 12, 1991 for carbon dioxide of ma-
terial other than steel unless the per-
son has notified the Administrator in
writing at least 90 days before the
transportation is to begin. The notice
must state whether carbon dioxide or a
hazardous liquid is to be transported
and the chemical name, common name,
properties and characteristics of the
hazardous liquid to be transported and
the material used in construction of
the pipeline. If the Administrator de-
termines that the transportation of the
hazardous liquid or carbon dioxide in
the manner proposed would be unduly
hazardous, he will, within 90 days after
receipt of the notice, order the person
that gave the notice, in writing, not to
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